
How to setup WISP mode for AC6
This article will guide you how to setup WISP and the steps as below.

Model Number：Tenda AC6           Question Classification：Internet Setting
Part 1: Configure an IP address for PC

Part 2: Configure WISP mode

Part 3: Check whether your computer can get internet
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1. Click on “Network Connection Icon” on the system bar, then click on  “Open Network and Sharing Center”.
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2. Click on  “Change adapter settings”.
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3. Right click on  “Local Area Connection”, then choose the  “Properties” option.
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4. Double click on  “Internet Protocol Version 4(TCP/IPv4)”.
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5. Choose Obtain an IP address automatically and Obtain DNS server address automatically and then click OK.
 
[image: image6.png]Internet Protocol Version 4 (TCP/IPvA) Properties g | W

General [ alternate Configuration

You can get I settings assigned automaticaly i your network supports
this capabiity. Otherwise, you need to ask your network adminstrator
for the appropriate P settings.

Obtain an IP address automaticaly.
) Use the follwing IP address:
1P adress:

Subnet mask

Default gateway:

‘Obtain DINS server address automatically
) Use the following DS server addresses:

Preferred DIS server:

Alternate DS server:

Vaidate settings upon exit e





6 Also click on OK on the first Local Area Connection Properties window.
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Notice：If you use the router for the first time, it will appear easy to use interface in the process of you set WISP, you need to skip these interface, login to the Advanced Settings interface to set WISP.

1. Open a browser ,then type http://tendawifi.com in the address bar, press Enter. And login to the router interface, as follows： 
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Click the "Skip" in the page refer to the below screen shot: [image: image10.png]Please enter the ISP Username and Password
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3. Set the region or country, change router’s SSID and wireless password, set a login password, and the login password should be 5~32 characters. Click “Next”. Refer to the following setup steps:
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“Setup completely, router is connecting the internet, please wait.” Wait about 10 seconds, it will come out an interface.
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5. Typing the login password you set before. Click “Login” and turn to the setup page, reference is as bellow.
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Entering the router's Settings interface，click ” Wireless Settings ”，click ” Wireless Repeating ” as follows：
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Enable “Wireless Repeating”，choose mode as “WISP”，select “Base Station WiFi Name”, type password in “Base Station WiFi Password” , click “Save” to save all the settings. Refer to the following setup steps:

[image: image15.png]Wireless Repeating

Wireless Repeating

Mode:

Base Station WIFI Name:

@ Select"Base
Station WiFi
Name-"

@ Enable"Wireless

Repeating’

L] (@ Choose"WISP

[E WSP|  © Universal Repeater

—Please select—

—Please select—
—Enter the WIFI name manually—

Tenda_ads! =

»

Tenda_kefu_5G

tenda-office

Ll

Scan again





[image: image16.png]Wireless Repeating

wretess Repeatig: [l

Mode: ® WISP  © Universal Repeater

Base Station WiFi Name | Tenda_ads! - Scan again

Base Station WiFi Password

(@ Type password
in"Base Station
WiFi Password"





After click “Save”, please wait for router to reboot：
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Notice：If it shows that IP conflict message after click "OK", just click "OK".
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After reboot, connect router’s LAN1/LAN2/LAN3 ports, or reconnect wireless signal of the router, try if you can surf the internet. Login the setting interface of the router, can check the internet status, if the internet settings shows “Connected! You can surf the internet”, means setting successfully. You can check whether you can get connected.
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NOTE：If you have other PC need to be get internet, please connect it to the one of the LAN ports or the wireless signal of the router. With reference to the second step to change the local area connection to “Obtain IP address automatically”. There is no need to configure the router again.

