How to setup IPTV function ？

Model: D301,D30 V2.0,V300          Question Classification:IPTV
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Login to D301 configuration page，open IE browser and input 192.168.1.1 into address bar, press enter. When login the system, confirm the connection status is Connected. Click IPTV button on the top right corner to configure the IPTV.
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2.Enable IPTV function，choose ATM Interface, input VPI/VCI number, click Apply/Save. Then LAN1 port will be an IPTV port，connect STB to the LAN1 port and dial up, now you can watch the video.
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IfIPTV checkbox s selected, choose layer2 interface then configure the PVC info(ATM), or ETH VLAN info(ETH). Click ‘Apply/Save button to save it
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1、Login to D301 configuration page，open IE browser and input 192.168.1.1 into address bar, press enter. 
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2、When login the system, confirm the connection status is Connected. Click IPTV button on the top right corner to configure the IPTV.
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 3. Enable IPTV function, choose “Ethernet Interface”, click Apply/Save.
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I IPTV checkbox is selected, choose layer2 interface, then configure the PVC info (ATM), or ETH VLAN info (ETH). Click ‘Apply/Save’ button to save it.

Enable PV | ¢——

Select Layer? Interface
© ATM Interface

® ETH Interface 5

For tagged service, enter a valid 802.1P Priority and a valid 802.1Q VLAN ID.
For untagged service, set -1 to both 802.1P Priority and 802.1Q VLAN ID.

Enter 802.1P Priority [0-7]:

Enter 802.1Q VLAN ID [1-4094]: El





3.Choose Advanced Settings------WAN Service------Add.
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Next------Choose PPPoE------Next.
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Input the dial up information provided by ISP
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PPP usually requires that you have a user name and password to establish your connection. In the boxes below, en
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PPP Password: e
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Authentication Method:
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If the ISP didn’t tell you to change some settings for special demand, you can choose Next directly.
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Make sure that the settings below match the settings provided by your ISP.

Connection Type: |PPPoE

NAT: Enabled

Full Cone NAT: | Disabled

Firewall: Enabled

1GMP Multicast: | Disabled

Quality Of Service: | Disabled

Click *Apply/Save" to have this interface to be effective. Click *Back" to make any modifications.





When the setup is complete, you can surf the internet and watch the IPTV at the same time.

