Tenda F3--How to Setup Universal Repeater

Step 1: Login the homepage.

1. Open a browser then type “192.168.0.1” into the Address Bar, press Enter. Then enter the password of this page. Tap “Login”.
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Note: The default password is shown on the bottom of the router. If you have changed it and you also forgot it, see “Forget your password?” below the “Login” button.

2. Then the interface will turn into the homepage, type “Wireless Repeating”, you can see “Universal Repeater” option in this page.
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Step 2: Setup Universal Repeater

1. Tap “Universal Repeater”, select your uplink WiFi signal, type its password, and tap “OK” to save all the settings.
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2. Tap “OK” on the pop window, then the router will reboot automatically.
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3. After rebooting, login the homepage again, and tap “Status” to check the Connection Status of router. If the Connection Status is shown as below, that means you setup Universal Repeater successfully.
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Note: In Universal Repeater, the DHCP server of this router will be disabled, the device connected with this router will get IP address from the uplink router.
image3.png
D s

T e T

Sase Saton W Name_ novazitn

Qs —

S Bancwa Contol ComectonStas  Dsconnect

© et setings

N
1 Wrelss Repesing SeectawiNevok O

o Parenta convos

P Sekect_ weiName ac Adess Chamel_ Secumy iode Sonarsvengn
o o swmmran 6 wPAzAES 1005
@, amnstzton o rcowews e swmmEsnT 6 wPAzAES - 00
o cusm cammseesEn 2 wPaRESTIP > o0
O Tenarare smmEne N Nore. 00
O e ke acie cammssmor 9 WPANPAZAES o





image4.png




image5.png




image6.png
B s

© et seanss
= e semngs
2 Bansusan cone
LT—r—
# parna conrls
K nsances

O, samesason

Infonet Connection Situs

Lo

Attachod Dovices and Roakimo Statsiics

3

® +

Systom o

1.0





image1.png
'@ Tends | LOGIN x

€ C [® Notsecure [1521680. gt |

Tenda

@ e

@ Login Passwora

gin

Forgot your password?





image2.png
T w

reless Repeating

® Disable © WISPO) Universal Repeatert) AP Mode





