Tenda AC5-how to configure router?
Model Number: Tenda AC5 
Question Classification: Function Setting
  
Step 1:Plug ethernet cable into WAN port. Connect PC with LAN port or use PC or mobile device to connect router WiFi signal.
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[bookmark: _GoBack]Step 2: Open a browser and type tendawifi.com in Address Bar, tap “Enter”. Tap “Start”.
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Case 1：If your connection type is PPPoE. Please enter “ISP User Name” and “ISP Password”
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Case 2：If your connection type is Dynamic IP Address. Please tap “Next”.
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Case 3: If your connection type is Static IP Address. Please enter the information. And tap “Next”.
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Step 3:  Set up WiFi Name and WiFi password.
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Step 4: Wait for few seconds, Setting is successful when picture shows as below. 
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Step 5: Refresh the web page and it will skip to login page. Enter the login password.
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Check Internet Status.
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You're all set! You can now connect to

Tenda_ACS5 Test
or Tenda_AC5 Test_5G

To change settings of other features, click the "More" button below.
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| Please enter a login password

Forgot password? +
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Connect the new router
to the internet

Use either of the following methods to connect your new
router to the internet based on your actual situation.
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Connect devices to the new router

Wireless connection
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Tenda

Tenda Router

Quick Setup Wizard
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Please select your connection type.
As detected, your connection type may be: Dynamic IP Address

Connection Type: = PPPoE
ISP User Name: | Enter the user name from your ISP.
ISP Password: | Enter the password from your ISP.

Import PPPoE user name and password
from the original router.
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Please select your connection type.

As detected, your connection type may be: Dynamic IP Address

Connection Type:

Dynamic IP Address
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Please select your connection type.

As detected, your connection type may be: Dynamic IP Address

Connection Type: ‘ Static IP Address

IP Address:

Subnet Mask:
Default Gateway:
Primary DNS Server:

Secondary DNS Server:
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WiFi Settings

= Tenda_ACS5 Test
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) Set the WiFi password as the login password of the admin account
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